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1x3 Raman WDM for DTS Module

Features

Wide pass band

Low insertion loss and High channel isolation

High stability and reliability

Application

DTS Module

Specifications

Parameter

Value

Operating Wavelength(nm)

1450,1550,1660

Bandwidth (nm)

1443-1457, 1543-1557, 1640~1675

Insertion loss (nm) <1.5
Isolation(dB) =30
Directivity(dB) =55
Return loss(dB) 250(SM), 235(MM),
PDL( dB) <0.1
Waveolength thermal stability <0.003

(nm/ °C)

Insertion loss thermal stability <0.005

(dB/ C)

Fiber

SMF-28e or 62.5/125 OM1

Power handling (mW) <500
Operating temperature(C) 0~+70
Storage temperature(C) -40 ~ +85
Dimensions (mm) 100*80*10
Ordering Information
Funica Co .
FWDM on Port | Wavelength Pigtail Type Fiber Type | Length Connector
R=DT 1x | A=1450,1550, | 1=900um 1=SMF-28e | 1=1m | NE=None
S 3 1660 loose tube 3=62.5/125 | X=Spec | FA=FC/APC
Modul ify FC=FC/UPC
e SA=SC/APC
SC=SC/UPC
LC=LC/UPC
LA=LC/APC
XX=0ther
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